
RS-1000 EVOLUTION 
T O P  B R U S H

(800) 284-7956

NCSWASH.com

This simple piece of equipment outperforms any mitter, and 
cleans problem areas such as windshield eyebrows, front grills 
and upper rear windows. Space saving single-leg design allows 
for the installation of two counter-rotating brushes for double 
the cleaning power.

TACKLES 
TOUGH TO 
CLEAN AREAS

GENTLER AND
QUIETER THAN
MITTERS

Maintains an equal, gente 
pressure that is safe on vehicle 
surfaces such as antennas, 
grills, wipers, bug shields and 
spoilers
Advanced vehicle sensing 
available for safe pick-up bed 
retraction, eliminating the 
possibility of flying debris 
damage
Attractive single-leg design 
creates an open, bright tunnel
Ideal for both retrofits and new 
installs, with quick and easy 
installation for minimal 
downtime

Corrosion resistant 3MTM Pro-Coat 
finish available in a variety of colors
Safe and gentle Envirosoft Foam® 
available
in a variety of vibrant colors and 
patterns
Cantilever design for installation 
on either side of tunnel
Optional counter-rotating 
dual-brush
Optional auto retract kit 
for pick-up truck detection
Electric o hydraulic drive 
choice
Stainless steel bearings 
& hardware
One-year manufacturer 
warranty

WHY CHOOSE
RS-1000 EVOLUTION
TOP BRUSH

1500 SE 37th St. Grimes, IA 50111

TECHNICAL DATA
WATER:
3/4" (19mm) line
40 PSI (2.8 BAR) min. 
pressure
2 GPM (7.6 LPM)

PNEUMATICS:
1/4" (6.35mm) lines
100 PSI (6.9 BAR)
0.5 CEM (0.014 CMM)

ELECTRICAL:
Motor
208/230/460 VAC, 60 Hz
3 Phase - 0.9 kW

Variable Frequency 
Drive:
200 VAC, 60 Hz
Single phase - 0.75 kW

Hydraulics 
(Optional Drive):
4.5 GPM (17 LPM)
800-900 PSI 
(55-62 BAR)

MacNeil's quality tunnel equipment and durable components lower the total cost of ownership 
while providing a faster and more reliable return on investment. MacNeil equipment delivers 
consistently less maintenance, a superior clean, and higher throughput MacNeil reserves the right 
to revise designs, make corrections, add or delete features and change specifications at any time 
without notice or obliqation. Information provided is for reference only and is not to be used for 
installation or construction purposes. Refer to MacNeil Wash Systems' equipment drawings for 
installation specifications.


